How To Take Apart A Xbox 360 Console.

Saturday, November 13, 2010
4:59 PM

1) First remove the faceplate by carefully pulling it towards you.

2) After that you have to remove the grey covers on the top and bottom.

Each of them has 6 clips which you do first have to loosen with the help of a thin
screwdriver, a toothpick or something similar that fits through the holes.

Once a clip is loose you pull the cover up a bit to prevent it from snapping back in...

Some clips are pretty annoying, just move the cover around a bit until they finally get loose
as well...
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3) Then you will have to loosen the clips on the back of the 360 behind the ventilation
holes. Hold the 360 like shown on the picture.

Then stick the 360 case-opening tool in each hole like shown on the pictures. Slightly pull
the case apart to prevent the loosened clips from snapping back in once the tool is
removed.
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4) Once you are done with that Iosen the remaining clips at the front then lift the upper

part of the case up.
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5) Now you have to make a choice. If you only want to flash your 360, replace the drive or
the fan, then only unscrew what is circled in blue.

However, if you want to disassemble the 360 completely so that you only have the plain
mainboard in the end unscrew everything (red and blue

Only the ones circled in blue unscrewed

360 Tear Down Page 9



5

ws v N

-‘——.—‘

360 Tear Down Page 10



That's what it should look like (at least similar to this - there are a lot of different 360
revisions
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7) If only want to flash your drive then just unplug the SATA cable[[blue]. Unplug both
cables if you are completely disassembling the 360.
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8) Afterward remove the fan-shroud by pulling it upwards - there is a clip that fastens it in
the fan.
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9) Unplug the fan and carefully remove it as well by pulling it towards the middle of the
mainboard and once it is past the metal overhang of the case, pull it upwards. There are

two plastic pins on the underside of the fan so be careful not to tilt the fan too far before
pulling it upwards, otherwise they may snap.
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11) If you unscrewed all screws(red and blue) before then you can now get the mainboard
out of the case.

Do it like shown on the pictures, that is the e\as‘ig wa
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